
BackhoesReclaim Feeders

RF-5
3600 tonnes  
(4,000 tons) p/hour

RF-27
1500 tonnes  
(1,650 tons) p/hour

RF-31
2500 tonnes  
(2,750 tons) p/hour

RF-40
3600 tonnes  
(4,000 tons) p/hour
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PC210/LC/LCi-11
WT 22.41 - 23.83 tonnes

HD405-8
383 kW / 514 HP
RPL 40 tonnes

HD605-10
590 kW / 791 HP
RPL 64 tonnes

WB97R-8E0
FH 99.2 HP (74kW)    
WT 7.46 tonnes Powershift

WB97S-8E0
FH 99.2 HP (74kW)     
WT 8.15 tonnes Powershift

BR380JG-3
FH 187 HP (140 kW)   WT 34 tonnes
CAP 50-240 tonnes/h

Construction, Utility & Quarry intelligent Machine Control (iMC) Soft Rock Hard Rock HybridSurface Mining
Dozers

Hydraulic Excavators

PC700LC-11                       
WT 66.11 - 69.54 tonnes

PC850SE-8E0
WT 78.6 - 79.8 tonnes

Hydraulic Excavators Wheel Loaders

Wheel Loaders

Crusher

Dump Trucks Articulated Trucks

PC18MR-3
WT 1.855 tonnes

PC130-8
WT 12.92 - 14.2 tonnes

PC138US-8
WT 14.6 - 15.0 tonnes

PC200/LC-8MO
WT 20.94 - 21.96 tonnes

HB215LC-3
WT 21.81 - 22.05 tonnes

PC228US/LC-11
WT 23.52 - 26.67 tonnes

WA270-8
111 kW / 149 HP
CAP 2.0 - 2.8 m³

WA320PZ-6
125 kW / 167 HP
CAP 2.3 - 3.2 m³

WA320-8
123 kW / 165 HP
CAP 2.3 - 3.5 m³

WA470-8
203 kW / 272 HP
CAP 3.8 - 4.95 m³

WA480-6
223 kW / 299 HP
CAP 4.2 - 5.5 m³

WA480-8
223 kW / 299 HP
CAP 4.2 - 5.5 m³

PC220/LC-8MO
WT 24.11 - 25.55 tonnes

HB365LC-3
WT 37.18 - 38.78 tonnes

PC360LC/LCi-11
WT 36.49 - 37.44 tonnes

WA70M-8E0 
36.9 kW / 50 HP
CAP 0.7 m³

WA100M-8E0
69.8 kW / 94 HP
CAP 1.3 -1.7 m³

WA150-6
74 kW / 99 HP
CAP 1.2 -1.7 m³

WA200-8
94kW / 126 HP 
CAP 2.0-2.3 m³

WA430-6
172 kW / 231 HP
CAP 3.5 - 4.3 m³

WA380-8
142 kW / 191HP
CAP 3.1 - 3.8 m³

PC300/LC-8MO
WT 33.49 - 34.52 tonnes

HM400-5
348 kW / 466 HP
MPL 40 tonnes

HM400-3MO
338 kW / 453 HP
MPL 40 tonnes

GD555-5
FH 193 HP (144 kW)
WT 18.1 tonnes

GD655-7
FH 218 HP (163 kW)
WT 19.0 tonnes

Motor Graders

PC450LC-8
WT 44.4 - 47.47 tonnes

PC350LC-8MO
WT 35.8 - 36.3 tonnes

PC138US-11
WT 15.14 - 15.5 tonnes

PC88MR-11
8.75 tonnes

PC78UU-11
WT 7.96 tonnes

PC55MR-5
WT 5.5 tonnes

PC30MR-5
WT 3.15 tonnes

PC25MR-5
WT 2.78 tonnes

PC35MR-5
WT 4.86 tonnes

PC45MR-5
WT 5.14 tonnes

PC240LC-11
WT 25.38 - 26.24 tonnes

PC290LC/LCi-11
WT 29.8 - 31.21 tonnes

PC170-11
WT 17.71 - 18.39 tonnes

D65EX-16
153 kW / 205 HP
WT 20.530 tonnes

D

D65EX/EXi-18
162 kW / 217 HP 
WT 20.810 tonnes   

D71EX/EXi-24
177 kW / 237 HP 
WT 22.500 tonnes   

D71PX/PXi-24/24W
177 kW / 237 HP  
WT 23.000 tonnes   

D85EX-15EO
197 kW / 264 HP
WT 28.100 tonnes

D85EX/EXi-18
197 kW / 264 HP
WT 30.590 tonnes   

D85PXi-18
197 kW / 264 HP
WT 29.520 tonnes   

D155AX-6
264 kW / 354 HP
WT 40.826 tonnes

D155AX/AXi-8
264 kW / 354 HP
WT 41.100 tonnes

D275AX-5E0
335 kW / 449 HP
WT 51.530 tonnes

D51EX-22
97 kW / 130 HP
WT 13.770 tonnes

D39EX-22
79 kW / 105 HP
WT 10.150 tonnes

D61EXi/PXi-24
125 kW / 168 HP
WT 19.647 tonnes

WA500-7
263 kW / 353 HP
CAP 4.2 - 7.5m3

WA500-8/YL
263 kW / 353 HP
CAP 4.5 - 7.5m3

Sizers

MVT-II 600
Up to 1100MTPH, 0-250mm feed size,  
50 (mm) Standard Product Size

XRS 600
Up to 1800 MTPH, 0-600 feed size,  
200 (mm) Standard Product Size

DRX 800
Up to 3000MTPH, 0-1000mm feed size,  
200 (mm) Standard Product Size

XRS 800
Up to 2500MTPH, 0-800mm feed size,  
200 (mm) Standard Product Size

DRX 1000
Up to 4000MTPH, 0-1000mm feed size,  
200 (mm) Standard Product Size

PC490LC/LCi-11
WT 47.89 - 49.68 tonnes

Construction, 
Utility & Quarry  
Product Guide

Feeder-Breaker

SFB-29
Up to 2,000 tonnes (2,200 tons) p/h 

SFB-38
Up to 4,000 tonnes (4,400 tons) p/h

SFB-40
Up to 3,000 tonnes (3,300 tons) p/h

SFB-31
Up to 2,500 tonnes (2,755 tons) p/h

SFB-43
Up to 5,000 tonnes (5,500 tons) p/h

HRX 1000
Up to 3000MTPH, 0-1000mm feed size,  
250 (mm) Standard Product Size

WA475-10 
216 kW / 290 HP
CAP 4.2 - 4.6 m³

D85PX-15EO
197 kW / 264 HP
WT 27.650 tonnes

D65PX/PXi-18
162 kW / 217 HP 
WT 22.960 tonnes   

MVT-II 800
Up to 1800MTPH, 0-350mm feed size,  
50 (mm) Standard Product Size

Sizers

Reclaim Feeders

Hydraulic Excavators

GD655-6
FH 218 HP (163 kW)
WT 18.9 tonnes

PC950LC-11
WT 96.50 - 99.80 tonnes

With Blade Factory Fitted 3DMG

PC228USLC-8
WT 22.73 - 23.28 tonnes

HM300-5
242 kW / 324 HP
MPL 28 tonnes

PC700LC-11SE
WT 47.89 - 49.68 tonnes

Base Built Smart Quarry Site

PC490LC-11SE
WT 47.89 - 49.68 tonnes

WA600-6/LC
393kW / 527 HP
CAP 6.4 - 7.0 m³

WA600-8/LC
395 kW/ 529 HP
CAP 6.4 - 7.8m3

WA700-8
570 kW/ 775 HP
CAP  9.2m3



Feeder-Breaker

SFB-38
Up to 4,000 tonnes (4,400 tons) p/h

SFB-40
Up to 3,000 tonnes (3,300 tons) p/h

SFB-31
Up to 2,500 tonnes (2,755 tons) p/h

SFB-43
Up to 5,000 tonnes (5,500 tons) p/h

SFB-29
Up to 2,000 tonnes (2,200 tons) p/h 
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Surface Mining Soft Rock Construction, Utility & Quarry

Electric Rope Shovels

2800XPC
Payload of 59 mt
Dipper capacity: 26.8 - 33.6 m3

4100C AC
Payload of 72.5 - 82 mt
Dipper capacity: 41 - 49 m3

4100CBOSS
Payload of 90.7 mt
Dipper capacity: 49 m3

4100XPC
Payload of 100 - 109 mt
Dipper capacity: 52.8 - 61.2 m3

4100XPC-AC-90
Payload of 73 to 82 mt
Dipper capacity: 42 - 49 m3

4800XPC
Payload of 123 mt
Dipper capacity: 66 - 70 m3 

Electric Wheel Loaders

WE1350-3
1249 kW / 1676 HP + KESS 
Bucket Capacity: 14 - 36 m3

WE1850-3
1491 kW / 2000 HP + KESS 
Bucket Capacity: 20.6 - 46 m3

WE2350-2
1715 kW / 2300 HP 
Bucket Capacity: 24.5 - 53.5 m3

Dump Trucks

HD785-7 
895 kW / 1,200 HP
MPL 91 tonnes (100 tons)

HD1500-8
1,175 kW / 1,576 HP 
MPL 142 tonnes (156 tons)

730E-10 
1,491 kW / 2,000 HP
MPL 190 tonnes (209 tons)

830E-5
1,865 kW / 2,500 HP
MPL 235 tonnes (259 tons)

930E-5
2,014 kW / 2,700 HP
MPL 304 tonnes (335 tons)

980E-5
2,610kW / 3,500 HP
MPL 363 tonnes (400 tons)

Wheel Dozers

WD600-6
396 kW / 530 HP 
WT 48 tonnes

WD900-3
637 kW / 853 HP 
WT 100 tonnes

Motor Grader

GD955-7 / -7R
318 kW / 462 HP 
WT 46.7 tonnes

Blasthole Drill   

ZR77
Hole diameter range 200 - 270 mm  
Maximum bit loading 34,925 kg

77XR

ZR122
Hole diameter 349 mm  
Maximum bit loading 55,338 kg

320XPC
Hole diameter range 270 - 444 mm
Maximum bit loading 68,038 kg

Draglines    

9010C
42 to 60 m3  bucket capacity range
84 to 107 m boom length range

9020C
55 to 93m3 bucket capacity range
90 to 125 m boom length range

9020XPC
85 to 122 m3  bucket capacity range
100 to 130 m boom length range

Surface Mining 
and Hard Rock  
Underground  
Product Guide

Dozers

D475A-8 / ASD-8 / -8R
F 697 kW / 934 HP     R 777kW / 1040HP
WT 113 - 121 tonnes

D375A-8 / -8R
F 474kW / 636HP     R 578kW / 775HP
WT 76.5 tonnes

Loaders

WX07
160 kW / 215 HP    Bucket: 2.5 – 4.3 m3  
Height over cab: 2.17m

WX04
97 kW / 130 HP    Bucket: 1.4 – 1.9 m3 
Height over cab: 2.03m

DynaCut

MC51
5M X 5M Tunnel Profile  
23.5M³ Excavated per 1M advance

Hydraulic Excavators (all available in Backhoe or Front shovel configuration)

PC3000-11
940 kW / 1,260 HP, 250 - 252 tonnes
Bucket capacity 16m3 @1.8t/m3

PC4000-11 
1,400 kW / 1,877 HP, 398 - 404 tonnes
Bucket capacity 23m3 @1.8t/m3

PC3400-11 
1,190 kW / 1,595 HP, 317 - 322 tonnes
Bucket capacity 18 - 19.7m3 @1.8t/m3

PC5500-11
1,880 kW / 2,414 HP, 537 - 542 tonnes
Bucket capacity 29m3 @1.8t/m3

PC8000-11
2,980 kW / 3,996 HP, 759-768 tonnes
Bucket capacity 42m3 @1.8t/m3

PC7000-11
2,500 kW / 3,352 HP, 682 - 690 tonnes
Bucket capacity 38m3 @1.8t/m3

PC2000-11 / -11R 
794kW / 1,065 HP, 206 - 209 tonnes
Bucket capacity 12 - 14m3 @1.8t/m3

PC1250-11 / -11R
578 kW / 775 HP, 116 - 118 tonnes
Bucket Capacity: 6.7 - 7.1m3 @ 1.8t/m3

Hard Rock

Wheel Loaders

WA900-8R 
672 kW / 900 HP 
Bucket Capacity: 10.0 – 21.0 m3

WA1200-6
1411 kW / 1892 HP 
Bucket Capacity: 16.5 – 40.0 m3

Sizers

MVT-II 800
Up to 1800MTPH, 0-350mm feed size,  
50 (mm) Standard Product Size

MVT-II 600
Up to 1100MTPH, 0-250mm feed size,  
50 (mm) Standard Product Size

iXRS 600
Up to 750 mtph, 0-800mm feed size, 
200 (mm) Standard Product Size

XRS 600
Up to 1800 MTPH, 0-600 feed size,  
200 (mm) Standard Product Size

DRX 800
Up to 3000MTPH, 0-1000mm feed size,  
200 (mm) Standard Product Size

XRS 800
Up to 2500MTPH, 0-800mm feed size,  
200 (mm) Standard Product Size

HRX 1000
Up to 3000MTPH, 0-1000mm feed size,  
250 (mm) Standard Product Size

DRX 1000
Up to 4000MTPH, 0-1000mm feed size,  
200 (mm) Standard Product Size

Reclaim Feeders

RF-5
3600 tonnes  
(4,000 tons) p/hour

RF-27
1500 tonnes  
(1650 tons) p/hour

RF-31
2500 tonnes  
(2,750 tons) p/hour

RF-40
3600 tonnes  
(4,000 tons) p/hour



Shuttle Car

10SC32 BC
Maximum rated load capacity 16 tonnes

10SC32 D
Maximum rated load capacity 30 tonnes
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Soft Rock  
Underground  
Product Guide

Powered Roof Support
Ratings up to and over 2,000 tonnes
Heights from 0.8 to 7.8 meters

Powered Roof Support

HFX
High productivity roof bolting
2 tonne feed force

AFX
Heavy duty roof bolter
3 tonne feed force

Electro-Hydraulic Roof Bolters (EHB)
Automatic drill and bolt cycles. Adaptive drilling  
functionality. Strata mapping and data capture

Hydraulic Roof Bolters 

Longwall Shearers  

7LS1
Cutting height 1.5 - 3.0 m
Machine Weight  52,000 kg

7LS2A & 2B
Cutting height 1.6 - 3.5 m
Machine Weight  59,000 kg

7LS5
Cutting height 2.0 - 5.5 m
Machine Weight  85,000 kg

7LS6
Cutting height - 3.0 - 5.5m
Machine Weight 100,000kg

Faceboss 7LS6C

Mobile Bolters 

Facebolter 3040
2.1 to 3.2 m operating 
height range

MB2036
Nominal operating range 
2.0 to 3.6 m

MB2337
Nominal operating range 	
2.3 to 3.7 m

Multibolter 2337

MB3045
Nominal operating range 	
3.0 to 4.5 m

Quad Bolters
2.4 to 5.0 m operating range

Entry Drivers

12CM12 MB
965 mm conveyor width. Load rate 29 tonnes/minute.
Cutting Height range 1800mm to 4600mm

12CM30 MB
Max 4 roof and 2 rib bolting rigs. 760 mm conveyor width Load rate 
27 tonnes/minute.  Cutting Height range 1900mm to 4600mm

Stageloaders and Mobile Tail Pieces 
Tonnage up to 6,000 TPH, Conveyor length up to 70 m,
Total installed power up to 800 kW DOL or OptiDrive™ VSD Transmission 

Stageloaders & Mobile Tail Pieces

Flexible Conveyor Train 

4FCT-B/C
Operated by a single operator using remote control
Flow rates up to 27 tons/minute for coal and 40 tons/minute for salt, trona, gypsum or potash

4FCT

Faceboss

Armoured Face Conveyors  

AFC
Tonnage up to 6,000TPH, Conveyor Length > 450m
Total installed power up to 3 x 1600kW DOL or OptiDrive™ VSD Transmission 

Continuous Miners 

12CM12
965 mm conveyor width. Load rate 29 tonnes/minute. 
Cutting Height range 1800mm to 4600mm

12CM27
965 mm conveyor width. Load rate 29 tonnes/minute.
Cutting Height range 1800mm to 5000mm

Feeder-Breakers

UFB-14
Up to 1360 MTPH (special applications 1800 MTPH)
Breaker pick force – up to 130,000 lbs

UFB-33
Up to 1000 MTPH
Breaker pick force – up to 130,000 lbs

UFB-38
Up to 600 MTPH
Breaker pick force – up to 212,000 lbs

Soft Rock Surface Mining Construction, Utility & QuarryHard Rock

Sizers

MVT-II 800
Up to 1800MTPH, 0-350mm feed size,  
50 (mm) Standard Product Size

MVT-II 600
Up to 1100MTPH, 0-250mm feed size,  
50 (mm) Standard Product Size

iXRS 600
Up to 750 mtph, 0-800mm feed size, 
200 (mm) Standard Product Size

XRS 600
Up to 1800 MTPH, 0-600 feed size,  
200 (mm) Standard Product Size

DRX 800
Up to 3000MTPH, 0-1000mm feed size,  
200 (mm) Standard Product Size

XRS 800
Up to 2500MTPH, 0-800mm feed size,  
200 (mm) Standard Product Size

HRX 1000
Up to 3000MTPH, 0-1000mm feed size,  
250 (mm) Standard Product Size

DRX 1000
Up to 4000MTPH, 0-1000mm feed size,  
200 (mm) Standard Product Size


